TRANSIT CUSTOM [23+]

150 BBXLM-T

INSTALLATION GUIDE
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automotive

TRANSIT CUSTOM[23+]

PART NUMBER

AK040 - main_bar

2175-ak040_part]

2175-ak040_part2

2175640_part3

HTC 269 - CLIPS (M10)

HTC 262 - M10X30 (5X15X60)

B18.2.3.9M - Heavy hex flange screw, M10 x 1.5 x 25 —25N|

B18.2.2.4M - Hex flange nut, M10 x 1.5, with 15 WAF --N
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Note: Check the box contents before starting the installation.
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Brackets Assembly

1 First, remove the gasket on the rear side of the vehicle, indicated by the red arrow in the figure.

2 Then insert the HTC 262 screws and HTC 269 clips from the box into the holes indicated by the blue
arrow as shown in the figure. Then unscrew the nut indicated by the green arrow.




@ Then attach the 2174_640_BRO0, 2174 _640_BO0 and 2174_640_B1 parts from the box as shown in the

assembly diagram. Then attach the parts to each other and to the vehicle using the screws and nuts
provided in the box. After making sure that the parts are properly adjusted, tighten the screws to

secure them.
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NOTE : Adjust the hole indicated by the green arrow so that it fits into the screw indicated by the
green arrow and the nut removed in step 2.




Follow the procedures in the first three steps on the other side of the rear of the vehicle.

Finally, install the AKO40 MAIN BAR part that comes out of the box as shown in the assembly
drawing, fix it with screws and nuts and finish the assembly.
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